
Die LED Baustellenleuchte NL2 Linear ist für jegliche 
Anwendungen konzipiert, bei denen eine homogene 
Lichtverteilung mit hoher Energieeffizienz benötig 
wird. Die Leuchte ist als IP65 Leuchte mit einem 
Gehäuse aus schwer entflammbarem, glasfaser-
verstärktem Polyester, mit alterungsbeständiger, 
geschäumter Polyurethandichtung und Abdeckung 
aus UV-stabilisiertem PC sehr robust ausgeführt und 
bietet durch die traditionelle Bauform eine schnelle 
Montagemöglichkeit. Die technische Auslegung der 
Leuchte sichert eine lange Lebensdauer und kurze 
Amortisationszeiten.

The NL2 Linear LED construction site luminaire 
is designed for any use in which a smooth light 
distribution with high energy-efficiency is needed. 
The luminaire, which is IP65 rated, has a flame-re-
tardant housing made of fibre-glass-reinforced 
polyester, with a long-lasting, foamed polyurethane 
sealing and a covering of UV-stabilised PC; it is 
extremely robust, and its traditional design makes 
it easy to install. The luminaire’s technical design 
ensures a long lifetime and a short pay-off period.
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Besonderheiten | Features
		

Lichtverteilung	 Diffus
Light distribution	 Diffuse
		

Gehäuse	 GFK  / PC
Housing            	 GRP / PC
		

Notlichtfunktion	 Optional
Connection	 Optional
		

Schutzart	 IP65
Protection class 	 IP65
		

Temperaturbereich	 -20°C – +30°C	
Ambient temperature	 -20°C – +30°C
		

Lebensdauer nominal	 50.000h 
Lifetime nominal   	 50.000h     
		

Technische Änderungen vorbehalten  
Technical data subject to change without notice

Abmessungen | Dimensions
						    

30W	 LED 3200lm 	 L x B x H X D	 1292 x 114 x 113 x 660 mm
						    

40W	 LED 4250lm	 L x B x H X D	 1592 x 114 x 113 x 900mm
						    

60W	 LED 6400lm	 L x B x H X D	 1292 x 170 x 114 x 660mm
						    

80W	 LED 8500lm	 L x B x H X D	 1592 x 170 x 114 x 900mm
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